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PRONAR Z245 | Z245/1
BALE WRAPPERS

PRONAR Z245

PRONAR Z245/1

TECHNICAL DATA Z245 Z245/1

Weight [kg | lbs] 2000 | 4409 1690 | 3726

Length in transport/ working position  [mm | ft] 4876/5560 | 15’12”/18’2.90” 5890/6100 | 19’4”/20’0.2”

Width in transport/working position [mm | ft] 2494/3790 | 8’2.19”/12’5.21” 2320/3370 | 7’8”/11’1”

Maximum height [mm | ft] 2665 | 8’8.92” 2570 | 8’5.18”

Bale diameter [mm | ft] up to 1800 | up to 5’10.87” from 1200 to 1500 | up to 5’10.87”

Permissible bale weight [kg | lbs] 1100 | 2425 1000 | 2204

Width of the wrapping foil [mm | ft] 500 or 750 | 1’7.69” or 2’5.53” 500 or 750 | 1’7.69” or 2’5.53”

Power requirement [HP/kW] 48/35 48/35

Required tractor hydraulic outputs [pcs.] 2 (1 pair) 2 (1 pair)

Suspension Single axle, rigid Single axle, rigid

Tires 340/55-16 340/55-16

Maximum [km/h | mph] 30 | 18.64 30 | 18.64


